TECHNICAL CHARACTERISTICS
Type of transmission

Power

Box tamper

Wall tamper

Compatibility

Armed / disarmed indicator

Communication protocol
(STREETSIREN)

Acoustic warning duration

LED indicator

MATERIAL AND DIMENSIONS
Dimensions

Material

Net weight

Weight with packaging

Color

CERTIFICATION
Grade
Normative

Environmental class

TECHNICAL SPECIFICATIONS
Tipo de notificacion

Alarm activation time

technical

/\J/A\ X

datasheet

Outdoor wireless siren
STREETSIRENCUSTOM-B

Bidireccional
85dB ~113dB

Si

Si

Ajax and ReX hubs
Si

Jeweller

From 3 seconds to 3
minutes

Yes

200 x 200 x 51 mm
ABS plastic

5309

670 g

Black

2
EN50131
1

Acoustic and visual

menor alseg

AMBIENT

Operating temperature
Degree of protection
Use

Maximum humidity

POWER CONSUMPTION
Built in battery
Battery model

Battery duration

VIA RADIO

Frequency

Transmission
distance

Maximum power RF

GENERAL INFORMATION
Technology

-25°C ~ 60 °C
IP54

Outdoor

93%

Yes

4 x CRI23A/3V
Up to 5 afios

868.0 MHz ~ 868.6 MHz

Up to 1500 m (without
obstacles)

Potencia maxima RF

Wireless




