
Intelligent peephole and
doorbell
CS-DP2

CAMERA

Resolution 2 Mpx

Sensor CMOS

Sensor size 1/2.7'

Focal distance 2mm

Horizontal viewing angle 136°

Diagonal angle of view 166°

Night vision Yes, up to 5m

Day / Night ICR

Video compression H.265

WI-FI
Wi-Fi
standard IEEE802.11 b / g / n

Frequency
range 2.4 GHz ~ 2.4835 GHz

Broadband
channel 20 MHz

Security 64 / 128-bit WEP / WPA / WPA2 / WPA -
PSK / WPA2 - PSK / WPS

Speed 150Mbps

GENERAL CHARACTERISTICS (VIDEO INTERCOM)

Memory slot SD up to 256Gb

Type of screen Touch screen 4.3'

PIR detection Yes, up to 6 m and 110°

AUDIO (VIDEO INTERCOM)

Sound input Multidirectional microphone

Sound output Built-in speaker

MATERIAL AND DIMENSIONS

Net weight 320 g

Grosor de puerta y marco Between 35 - 105 mm

Dimensiones pantalla 115.5 x 85.5 x 24.5 mm

Dimensiones mirilla 48.3 x 71 (Ø) mm

POWER CONSUMPTION

Power mode DC

Voltage 5V

Consumption (w) 2.2W

AMBIENT

Operating temperature -10 ºC ~ 45 ºC

Maximum humidity 95%

SPECS AND FEATURES

Type Intelligent peephole and doorbell


